City of Sarasota
Unofficial Zoning Code
2002 Edition

ARTICLE VII: Regulations of General Applicability


Division 14. Miscellaneous Standards


 Section VII-1401. Refuse and Recycling Storage Areas
A. 
Applicability. Except as otherwise provided in this Code, each zoning lot containing a new multi-family or non-residential use shall provide and maintain one or more refuse containers and recycling containers on the premises. Zoning lots containing an existing multi-family or non-residential use shall be subject to this Section when seeking any one of the following:

1. 
Cumulative expansion subsequent to the adoption of this Section of at least fifty (50) percent of the improved square footage existing at the time of adoption of this Section.
2. 
Any cumulative substantial remodeling of the existing use subsequent to the adoption of this Section.
B. 
The owner of the property shall be responsible for the collection, or contract for the collection, of the refuse and rubbish on a frequency of not less than twice weekly.
C. 
The containers shall be of sufficient number and capacity to accommodate the refuse and recyclable materials generated by the uses on the zoning lot.
1. 
The containers and their enclosures shall comply with all the requirements of the zoning district in which the use is located.
2. 
The containers shall be appropriately labeled to indicate their appropriate contents.
3. 
The containers shall be so constructed, and have secure lids, as to prevent the entrance by animals and other vermin.
4. 
The containers shall be placed in a manner so that their location and use is accessible and convenient for collecting and loading and does not restrict internal site traffic circulation.
5. 
Containers shall be located in well-lit, well traveled areas.
6. 
Refuse container storage areas shall not be located within fifty (50) feet of an adjacent residential zoning lot in the following situations:

a) The storage area has containers larger than ninety (90) gallon roll out carts, or

b) The storage area has containers for any business providing food or beverage service, including but not limited to restaurants, delicatessens, bars, taverns, or nightclubs.

(Ord. No. 03-4473; Sec. 4, 6-16-03)

D. 
The owner of the use shall assure appropriate hauling and refuse removal services to the site.
E. 
All outdoor storage of refuse, recyclable material, other items or material intended to be discarded or collected, and their storage containers shall be screened from public view.
1. 
Said areas shall be screened from public view on at least three (3) sides by an opaque impact-resistance wall or fence no lower than the height of the dumpster or container within, and on the fourth side by an opaque impact-resistance gate similarly sized, or of other such material and design approved by the Director of Neighborhood and Development Services.
a. 
The gate shall be maintained in working order and shall remain closed except during such times as refuse, recyclable materials and other such items are being discarded, placed for collection, or collected.
F. 
The owner of the use shall assure that any parking lot sweeping activity that occurs is limited to the hours of 7:00 a.m. to 8:00 p.m. daily.
(Ord. No. 03-4429, sec. 15, 1-21-03)


Section VII-1402. Non-Residential Site Lighting
A. 
Purpose and Intent.
Nonresidential and multiple family buildings and projects, including their out parcels, shall be designed to provide safe, convenient, and efficient lighting for pedestrians and vehicles.  Lighting shall be designed in a consistent and coordinated manner for the entire site.  The lighting and lighting fixtures shall be integrated and designed so as to enhance the visual impact of the project on the community and/or should be designed to blend into the surrounding landscape.  Lighting design and installation shall ensure that lighting accomplishes on-site lighting needs without intrusion on adjacent properties. 

B. 
Applicability.
1.
New Development.  These regulations shall apply to all new nonresidential or multiple family development.  A site lighting plan shall be required to demonstrate compliance with these regulations.
2.
Expansion and Remodeling.  These regulations shall apply to any expansion or remodeling of existing nonresidential or multiple family development that exceeds fifty (50) percent of the structures assessed valuation.   A site lighting plan shall be required to demonstrate compliance with these regulations.  Assessed valuation shall be determined by reference to the official property tax assessment rolls of the year the structures is to be remodeled.  
3.
Repair and Maintenance.  These regulations shall apply to replacement of individual lighting fixtures in any nonresidential or multiple family development.

4.
Turtle Protection.  The site lighting requirements in this Section shall not supersede the requirements of Article XXIII of the Sarasota County Code, Marine Turtle Protection (formerly known as Sarasota County Ordinance No. 97-082 which has been adopted by reference under City of Sarasota Resolution No. 05R-1832).

(Ord. No. 06-4682, 7-26-06)

C. 
Site Lighting Design Requirements.


1.
Fixture (Luminaire)


The light source shall be completely concealed within an opaque housing and shall not be visible from any street right-of-way or adjacent properties.
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2.
Fixture Height


Lighting fixtures shall be a maximum of 30 feet in height within the parking lot and shall be a maximum of 15 feet in height within non-vehicular pedestrian areas.

3.
Light Source (Lamp)


Only incandescent, florescent, metal halide, single-color light emitting diode (LED), or color corrected high-pressure sodium may be used. The same light source type must be used for the same or similar types of lighting on any one site throughout any development. 

4.
Mounting

Fixtures shall be mounted in such a manner that the cone of light is primarily directed towards the earth’s surface or otherwise shielded, such that lighting is contained on-site and does not cross any property line of the site. 

5.
Limit Lighting to Periods of Activity

The use of sensor technologies, timers or other means to activate lighting during times when it will be needed may be required by the Director of Neighborhood and Development Services to conserve energy, provide safety, and promote compatibility between different land uses.

6.
Illumination Levels

a.
All site lighting shall be designed so that the level of illumination as measured in foot-candles at any one point meets the standards in the table below.  Lighting levels up to 25% higher may be allowed by the Director of Neighborhood and Development Services subject to the applicant demonstrating that higher lighting levels are necessary to meet objectives for environmental programs such as Crime Prevention Through Environmental Design (CPTED) and Leadership in Energy and Environmental Design (LEED) and will not conflict with subsection (d) concerning excessive illumination below.
	
	Lighting Level (foot-candles)

	Type of Lighting
	Minimum
	Average
	Maximum

	Architectural Lighting
	0.0
	1.0
	5.0

	Canopy Area Lighting
	2.0
	10.0
	15.0

	Multiple Family Parking Lots and Garages
	0.2
	1.0
	8.0

	Nonresidential and Multiple Family Entrances
	1.0
	5.0
	15.0

	Nonresidential Parking Lots and Garages
	0.2
	1.5
	10.0

	Storage Areas (security lighting)
	0.2
	1.0
	10.0

	Vehicle Sales and Display
	0.2
	3.0
	15.0

	Walkways, Landscape or Decorative Lighting
	0.2
	0.8
	5.0


b.
Minimum and maximum levels are measured on the pavement within the lighted area.  Average level is the overall, generalized ambient light level, and is measured as a non-to-exceed value calculated using only the area of the site intended to receive illumination.

c.
Lighting for automated teller machines shall be required to meet the standards of F.S. 655.962.

D. 
Excessive Illumination.

1.
Lightning within any lot that unnecessarily illuminates and substantially interferes with the use or enjoyment of any other lot, or which unnecessarily illuminates the night sky is prohibited. Lighting unnecessarily illuminates another lot if it clearly exceeds the requirements of this Section. Lighting unnecessarily illuminates the night sky if it directly projects into the night sky or if it clearly exceeds average lighting levels when measured at a height above the lighting fixture or its shield.
2.
All outdoor lighting shall be designed and located such that the maximum illumination measured in foot-candles at the property line does not exceed 0.5 on adjacent residential sites, and 1.0 on adjacent commercial sites and public rights-of-way.

3.
Lighting shall not be oriented so as to direct glare or excessive illumination onto streets in a manner that may distract or interfere with the vision of drivers on such streets.

4.
Fixtures used to accent architectural features, landscaping or art shall be located, aimed or shielded to minimize light spill into the night sky.

5.
Illumination using illuminated tubing or strings of lights that completely outline or define property lines, sales areas, roofs, doors, windows or similar area in a manner that is not primarily for safety purposes, as determined by the Director of Neighborhood and Development Services, is prohibited.  However, this shall not be construed to preclude holiday/seasonal light displays.

(Ord. No. 03-4473; Sec. 5, 6-16-03; Ord. No. 07-4770, 12-17-07; Ord. No. 09-4838, 2-17-09)
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